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1. Quick Installation

1.1. How it works?

e Go to www.leadsolarenergy.com and login the monitoring platform by fast link:
SMART GRID MONITORING:

LeadSQIar HOME ~ WHYLEADSOLAR ~  RESIDENTIAL v COMMERCIAL ~  SUPPORT ~  NEWS v CONTACT ~ [EYIEVANHWIEITTIOTTTES

Register gateway
with SN and

Collect SN of Create a
user

account

Monitoring

gateway and ID online

of microinverters

microinverters with
ID

e After registration is completed, the gateway will be permanently associated with the
registered microinverters.

e During the registration, the system will activate the gateway and microinverters for
online monitoring. The gateway is configured only to monitor the associated devices
under the same user account and will not work with any other unregistered devices.

e To protect the customer's privacy once registered the gateway cannot be used to
monitor other users’ devices.

1.2. Finding the right number for registrations
You can find the ID of the microinverters at the right corner of the label on the device.

Lead 52 ar

Utility-Interactive Inverter with
Integrated GFDI
PV Input Ratings:

Vmax PY{absolute maximum): d.c. 60
PV input operating voltage range: d.c. 22V-55V

Designed in U.5.A. Assembled in China
‘www.leadsolarenergy.com

MPF voltage range: d.c. 27V-45Y

Max. operating PV input current: d.c. 9.7Ax2

Isz PV (absclute maximum}): d.c. 15Ax2

AC Output Ratings:

Max. continuous output power: 430W
Mominal grid voltage: 208V~
Operaling voltage range: 183 - 232y~
Mazx. continucus output current: a.c. 2.08A
Moeminal grid frequency: 60Hz

Operaticn frequency range:59.3 - 60.5Hz
Power factor range:>0.95

Ambient temperature: 40T to +65T
Max. units per branch: 8 units

Iax, site branch circuit over current protection: 204

Type of enclosure: NEMA 4

CAUTION!

Risk of Electric Shock, Do Not Remove
Cover. No User Serviceable Paris
Inside. Refer Servicing To Qualified
Service Personnel. Both ac and dc
voltage sources are terminated inside
this equipment. Each circuit must be
individually disconnected before
servicing, When the pholovoltaic array
is exposed to light, it supplies a dc
voltage to this equipment.

Do not remove cover until 5 minutes
after disconnecting all sources of
supply.

Hot surfaces — To reduce the risk of

Attention!

Risque de choc eélectrique, ne pas
enlever le couvercle. Aucune pigce
interne réparable par l'utilisateur. Toute
réparation doit étre uniquement confide &
du personnel qualifié. A lintérieur de
l'onduleur on retrouve 2 tensions AC et
DC. Chague circuit doit &tre déconnecté
individusllement avant chaque entratien,

Model: LS600-208

Lorsque le panneau photovoltaig est
exposé A la lumiére, il founit une tension
DC & cet appareil

Me pas enlaver le couvercle durant 5
minutes aprés la déconnexion électrigue
totale.

Les surfaces chaudes — pour réduire le
risque de brilure — Ne pas toucher

" @

Wit

— st cziion o

A

burns — Do not tauch

H @

AC

5 Minutes

The Serial Number for the gateway is marked on the label on the back of the gateway as
shown below:
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LeadSZjlar

Designed in U.S.A. Assembled in China

LeadSolar Link Basic
Communication Gateway

The LeadSolar Link Basic monitor the
system with LeadSolar microinverters and forward
data to LeadSolar web server .Plsease register
your LeadSolar microinverters on the website:
http://www.leadsolarenergy.net

CAUTION:RISK OF SHOCK.WARRANTY VOID IF COVER
REMOVED.NO USER SERVICEABLE PARTS INSIDE.
REFERSERVICING TO QUALIFLED PERSONNEL.

e

SINC__1]

Model:LSGWB
Voltage:100-240VAC
Frequency:50/60Hz
Input Current:0.1A

(€ A

1.3. Installing the gateway

Please refer to the following diagram for a quick installation of the LeadSolar Link:

system connection.

Please try to install LeadSolar Link to the junction box where you make the solar

Connect the LeadSolar Link and your router using an Ethernet cable. Or you can

login in the built-in webpages of LeadSolar Link and configure it to connect to your

router by WiFi.
Please configure your router to a DHCP mode so
assigned to LeadSolar Link.

2. Registration

2.1. Register new account

an IP address can be automatically

Before activating a solar panel that contains a LeadSolar Microinverter, please register
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the microinverter on the online monitoring platform first.
e Go to www.leadsolarenergy.com and login the monitoring platform by fast link:
SMART GRID MONITORING:

LeadS@® HOME WHY LEADSOLAR ~  RESIDENTIAL ~  COMMERCIAL ~  SUPPORT ~  NEWS ~  CONTACT v ENIRGANGAIRITTN1{1[FENe

e The system supports the latest version of IE, Firefox, and Chrome.
¢ Click the ‘Register’ button at the bottom.

Login

Usermame:

Password:

DHememher Me

£ 2011~2015 LeadSolar Energy Co., Ltd,

It will take you to this registration page:

|
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Registration

First Mame™
Last Name:™*
Email*
Password:*
Role® -- Please Select -- T
-- Please Select -- “
Street Address:*
Installer el
City*
Country=* — Please Select - v
State/Province:
Zip/Postal Code* Zipcode
Phone:* Region&Contact Number

o

e Fillin all required fields (indicated by a green asterisk). Please note, you should
choose “End User” as your role. Otherwise, you cannot register your system when
you choose “Installer”.

¢ Then click the “Create Account” button.

www.leadsolar.net says:

You have registered your account successfully, please check your email

and active your account.

¢ Check your email for the verification link. Click the link provided -- you will be
redirected to this webpage:

Monitoring System User Manual 4
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Login

Your account has been activated successfully. Please login!

Username:

Password:

Remember Me

Forgot password? | Register

. Now you can click on the ‘Login’ button to login the monitoring system.

2.2. Forget Password
This feature can help you to retrieve your password. Password will be send to your email.

Forgot Password

Please enter your email address*

B 20711~2015 LeadSolar Energy Co, Ltd.
Click on the ‘Submit’ button, and go to the next information page.

=
www.leadsolar.net says:

Submit successfully. Please check your email and active your account.

Note: You should go to your email box, and get the password, and then you can use the email

ID and the password to login the monitoring system.
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3. Normal User Account

3.1. Login

Go to www.leadsolarenergy.com and login the monitoring platform by fast link: SMART GRID
MONITORING

Login

Username:

Password:

[F] Remember Me

Forgot Password? | Register

Input your username and password (Note: you should register a new account, and activate it.
Optional Choice: click “Remember Me” and let the system to remember your username and
password.), then Click the ‘Login’ button. The first time you login, you will see “Device
Management” registration page. Login page will take you to your system dashboard.

Lead ﬁi a Welcome Leo Lo(g!:jlut

Dashboard " Device Management My Account Tech Support Contact Us

Registration

Lead3olar Link SN:= Please Select St _ U

Lead3olar Microlnverster ID:*

© 2011~2015 LeadSolar Energy Co. Ltd.

3.2. Device Register
You should provide all required field information. You also need to upload image first before

Monitoring System User Manual 6
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register the gateway. This page will fill in your registration address by default. You can change
address details if needed. In case of error, please contact with Administrator.

Registration
LeadSolar Link SN-=* Instslled Data* =3 t B
Street Address:® Room 402, Building A1, Tianan Intelligent Pa City=* Wi

State/Province: Jiangsu Country* China

© 2011~2015 LeadSolar Energy Co., Ltd.

3.3. Add microinverter

Before adding inverters, you should first register at least a gateway.

Select a gateway and add multiple inverters. Please make sure data (inverter ID) is valid.
Each gateway supports maximum 200 inverters.

Registration

LeadSolar Link SN:* 011210010001 i

LeadSolar Microlnvereter ID:*

© 2011~2015 LeadSolar Energy Co., Ltd.

Note: After adding microinverter to binding with your gateway which registered on your
account, you should go to “My Profile” to check your installer’s information

3.4. Device Management

3.4.1. Gateway Replace
You can replace your gateway with another gateway. But you can’t delete the gateway from
end user account. You need to select a gateway first before replacement.

R —
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Leadsolar Link SN#

3.4.2. Inverter Management

You also can replace inverter with new one, and also can delete inverter from your account.

Device Management

Leadsolar Link SM 011210010001 |’T|
Microlnverter D -- Please Select - F|
Date ]

v

£ 2011~2015 LeadSolar Energy Co., Ltd.
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3.5. Dashboard

3.5.1. Dashboard displays complete details of user account

Lead 6\ ;l Welcome Leo Lo(g!a“

Device Management My Account Tech Support Contact Us

-
-
? Trees Planted =™ Carbon Offsat ﬁ Income
2.69 tee: - 268.83 $34.25
Power New Teday's Energy Menthly Energy Yearly Energy Total Energy
94905 W 1207 kWh 20342 kWh 34245 kWh 34246 kWh

Panzl Power Energy

DeO24ECFAIO0 OLD24E000F0
FEL) 08w

OL024EA3E100 BOA4ESF TFO0| VSRR T A (O3 4EBOEEDD Dsn24EB0ELD0 DSO24EADELSN OLD24EADEADD)|
a1 EUREC U] Duw wIW 3 EEN ] ETE

De0E4ECFBRO0 5024E851500 (D481 S00) S0B4EACH 00 ObO24EE2E10 Ca4ER 20100/

An LEW FET U A2 EW eI W

© 2011~2015 LeadSolar Energy Co., Lid.

3.5.2. Environmental benefits and economic benefits
This section displays the environmental benefits and economic benefits, as well as weather

information.
b - Maostly cloudy -9 C
Trees Planed : - Carbon Offset ﬁ Inc ome Humidny B3
0.08 trees = 2.04 i i $50.80 Wind N at 9 kph

3.5.3. Electricity Prices setting

Electricity price can be set by pressing Income button.

I —
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I Electricity Prices I

M Unit price: (0.1 :

3.5.4. Power Details

This section displays the complete power details. It consists of Total inverters current power,
Todays power, Month power, Year power and total power.

Power Now Today's Energy Monthly Energy Yearly Energy Total Energy

655.66 W 8.87 Kwh 7257 Kwh 126.67 Kwh 126.61 Kwh

3.5.5. Panel view

This section displays information of all inverters, including the inverter’s SN, current output
power (unit: watt), working status, and the energy for Month/Year/All. By default, the panel
only displays the Inverter’'s SN and current output power (unit: watt), and put mouse pointer
on the panel, it displays all information.

Panszl Power Energy

O5{24EDT4I00 O524EASDED 50248 ACAEDD O ] a024EDA0RI0
ELE) 4555w L0.56W

OL024EAIE100 O3 4EDF FFO0| DSOZ4ERFABO0) s 00 DSO2AERIEEDD

B3N

OSOG4ECFEFO0 o2 51500 [50242 851 500 OS24 EAL I

A bEW L AJEIW ETE

3.5.6. Power View

This section displays the power graph for Today. Each node is recorded in 20 minutes. When
you put your month pointer on the node, you will get power generation information at that
time.
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Panel Power Energy

System Power
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ak ! 2y
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5 | |
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3.5.7. Energy View

This section displays the power generation for Month, Year and All mode.

Pan=l Power Energy

Energy production in this month

T

3
m | | ‘ |
o I i i il
1 2 a + 3 & T B 9 4 w20

15 1w 17 16

Enargy (kWh)

21

-||I|
4 25 26 28

2z

22 27
Data
Month Year Al
Pansl Power Energy
Energy production in this year
250
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Pansl Power Energy

Energy production in total

gy (kWh)

Enar

2015

Date

3.6. My Account
3.6.1. My Profile

This part displays the detail information of the user,
information.
Lead &
Dashboard Device Management Tech Support

My Profile

First Name:* Leo Last Name:™

Emnail:* spzhou@leadsolar.com.cn Role:

My installer ID:* 46 Street Address*
City™* WuXi State/Province:
Country:* China v Zip code*

Phone:* 0510 81817466 User's Installer:

B 2011~2016 LeadSclar Energy Co. Ltd.

and he can

Contact Us

Chow

End user

~
& Welcome Leo

Room 402, Building A1, Tianan Intelliger

Jiangsu

214135

O
Logout

update his personal

Note: After you finish inverter registration, you need to confirm the installation information.

Then you should select the right installer’s email ID or the installer ID, and you need to ensure

all information of your installer is correct, then click on the ‘update’ button to update it.
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3.6.2. Change Password

This section is used to change password.

Change Password
0ld Password:
New Password:

Confirm Password:

3.7. Tech Support

3.7.1. Manual
You can down load user manual on this page.

3.7.2. FAQ
You can find frequently asked questions on this page.

3.7.3. Tech Papers
You can down load technical documents of LeadSolar products.

3.8. Contact US

3.8.1. Installer Info
You can find contact information of your installer on this page.

3.8.2. Technical Support
You can find contact information of LeadSolar technical support team on this page.
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